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This fact sheet on the Allied Paper, IncTPortage Creek/Kalamazoo
River Superfund site (the site) has been prepared by the Superfund
Section, Environmental Response Division, as part of the continuing
Superfund community relations program for the site. This fact sheet
is the ftfTTMlrl IP a saria? designed to inform residents and other

/̂ interested individuals, as well as local officials, of the investigation
and eventual cleanup efforts at the site. If you would like your name
added to our mailing list to receive these reports directly, please
contact the UDNR at the address listed in the box to the left.
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before moving on to the next test pit. Pit
locations have been selected based on the
geophysical survey results performed by
Geraghty & Miller (1991). Two samples of paper
residuals will be collected from each test pit and
screened for total volatile organic compounds
and PCBs. This investigation will also provide a
limited amount of information to help to charac-
terize the 12th Street Landfill as part of the
Remedial Investigation/Focused Feasibility Study
process.

Site Map Description

Below is a map of the 12th Street Landfill. The
Kalamazoo River is on the right. The heavy
dashed line outlines the approximate edge of
paper-making residuals. The shaded areas are
areas where initial investigations have indicated
the presence of geophysical anomalies. Addition-
al information is available on the map legend
below. A fence exists at the south end of the
property but does not encircle the site. North is
indicated by the arrow to the left of the site.
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NOTES:

1. GEOPHYSICAL ANOMALIES AND EDGE OF
PAPER MAKING RESIDUALS ARE APPROXIM

2. GEOPHYSICAL ANOMOUES ARE INTERPRETS
BY GERACHTY 4c UILLER. INC.()991)

BASE MAP INFORMATION PROVIDED BT WL
* WHEATON ENVIRONMENTAL SERVICES. IK
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